




















LIGHT SOURCE CATALOG NUMBERS

Model # of 
Lamps

Wattage Lamp 
Type

Ballast Housing/
Head 
Finish 

Voltage Beam Spreads Trim 
Ring 
Finish

Options/
Accessories

Lamp
1

Lamp
2

Lamp
3

Lamp
4

Metal Halide R=Recessed, SR=Semi-Recessed, TLX=Trimless See back fl ap for details.

CDM-Tm - Mini
MasterColor® 
PGJ5

CYLR
CYLSR

CYLRTLX

4SQ 20
39

MM E WT
BT
ST

120
277

CL
NF
FL

FL-UBP
WF
SL

CL
NF
FL

FL-UBP
WF
SL

CL
NF
FL

FL-UBP
WF
SL

CL
NF
FL

FL-UBP
WF
SL

WT* Y
Z

T4 GU6.5 CYLR
CYLSR

CYLRTLX

4SQ 20
39

T4GU6.5 E WT
BT
ST

120
277

WT* Y
Z

CMH MR16 
GX10

CYLR
CYLSR

CYLRTLX

4SQ 20
39

CMHMR16 E WT
BT
ST

120
277

WT* Z

Low Voltage

MR16 GX5.3 CYLR
CYLSR

CYLRTLX

4SQ 37 MR16 E WT
BT
ST

120
277

WT* Z

*Does not apply to Trimless fi xtures.

C Y L I N D R I X  M U LT I P L E S  O R D E R I N G  G U I D E

A M E R L U X  33

Catalog Number Examples:
CYLR - 4SQ - 20 - MM - E - WT - 120 - CL - CL - CL - CL - WT - GOLD
CYLSR - 4SQ - 39 - T4GU6.5 - E - WT - 120 - CL - CL - CL - CL - WT

Cylindrix Trimless  
For a cleaner, trimless aesthetic, 
please be sure to specify the “TLX” 
model when ordering:

Catalog Number Example: 
CYLRTLX - 4SQ - 39 - MM - E - WT - 120 - CL - CL - CL - CL - GOLD
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C Y L I N D R I X

Recessed 2-Light Concealed

Ceiling Cut-Out Dimension: 7" x 139⁄16"

C O N C E A L E D  M U LT I P L E S

Recessed 3-Light Concealed

Ceiling Cut-Out Dimension: 7" x 195⁄16"

Product highlights
Features a laser-cut aluminum faceplate that reduces the view into the fi xture, 
providing the appearance of an uninterrupted ceiling plane and the same 
visual aesthetic as a series of miniature downlights.

34 A M E R L U X 

Recessed 1-Light Concealed

Ceiling Cut-Out Dimension: 7" x 7"

6"
45° x 45°

71/2"
3/4"

121/2"
45° x 45°

14"
3/4"

53/4"

181/4"
45° x 45°

193/4"
3/4"

53/4" 53/4"

71/4"

71/4"

71/4"
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A M E R L U X  35

LIGHT SOURCE CATALOG NUMBERS

Model # of 
Lamps

Wattage Lamp 
Type

Ballast Housing/
Faceplate/
Head 
Finish 

Voltage Beam Spreads Trim 
Ring 
Finish

Options/
Accessories

Lamp
1

Lamp
2

Lamp
3

Metal Halide See back fl ap for details.

CDM-Tm - Mini
MasterColor® 
PGJ5

CYLRCON 1 20
39

MM E WT
BT
ST

120
277

CL
NF
FL

FL-UBP
WF
SL

WT Y
Z

T4 GU6.5 CYLRCON 1 20
39

T4GU6.5 E WT
BT
ST

120
277

WT Y
Z

CMH MR16 
GX10

CYLRCON 1 20
39

CMHMR16 E WT
BT
ST

120
277

WT Y
Z

Low Voltage

MR16 GX5.3 CYLRCON 1 37 MR16 E WT
BT
ST

120
277

WT Z
(Solite Beam 
Softening Lens 
comes standard)

Metal Halide

CDM-Tm - Mini
MasterColor® 
PGJ5

CYLRCON 2 20
39

MM E WT
BT
ST

120
277

CL
NF
FL

FL-UBP
WF
SL

CL
NF
FL

FL-UBP
WF
SL

WT Y
Z

T4 GU6.5 CYLRCON 2 20
39

T4GU6.5 E WT
BT
ST

120
277

WT Y
Z

CMH MR16 
GX10

CYLRCON 2 20
39

CMHMR16 E WT
BT
ST

120
277

WT Y
Z

Low Voltage

MR16 GX5.3 CYLRCON 2 37 MR16 E WT
BT
ST

120
277

WT Z
(Solite Beam 
Softening Lens 
comes standard)

Metal Halide

CDM-Tm - Mini
MasterColor® 
PGJ5

CYLRCON 3 20
39

MM E WT
BT
ST

120
277

CL
NF
FL

FL-UBP
WF
SL

CL
NF
FL

FL-UBP
WF
SL

CL
NF
FL

FL-UBP
WF
SL

WT Y
Z

T4 GU6.5 CYLRCON 3 20
39

T4GU6.5 E WT
BT
ST

120
277

WT Y
Z

CMH MR16 
GX10

CYLRCON 3 20
39

CMHMR16 E WT
BT
ST

120
277

WT Y
Z

Low Voltage

MR16 GX5.3 CYLRCON 3 37 MR16 E WT
BT
ST

120
277

WT Z
(Solite Beam 
Softening Lens 
comes standard)

C Y L I N D R I X  C O N C E A L E D  M U LT I P L E S  O R D E R I N G  G U I D E

Catalog Number Examples:
CYLRCON - 1 - 20 - MM - E - WT - 120 - CL - WT - GOLD
CYLRCON - 2 - 39 - CMHMR16 - E - WT - 120 - CL - CL - WT - GOLD
CYLRCON - 3 - 20 - T4GU6.5 - E - WT - 120 - CL - CL - CL - WT - DB2690
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36 A M E R L U X 

C Y L I N D R I X  I N T E R N A T I O N A L

Luminaires for the global marketplace.
The Cylindrix family of track fi xtures and multiples includes a series of luminaires specifi cally 
engineered for the voltage, certifi cation [  and  ] and installation requirements of the 
global design and construction community.

This breadth and fl exibility of the Cylindrix line enables architects and lighting designers to 
create complete, consistent, branded lighting schemes the world over. And with strategically 
positioned warehousing and shipping facilities, Amerlux ensures all orders are delivered 
accurately and on time.

Low energy. High performance.
Engineered around the latest 20 and 39W miniature ceramic metal halide, high-output warm 
white LED, and low-voltage halogen lamps, the Cylindrix family delivers uncompromising 
performance with dramatic savings on energy and maintenance costs.

With a compact aperture vocabulary, the luminaires offer a sleek, inconspicuous 
appearance and clean ceiling line no matter what the application. Cylindrix international luminaires 

are designed to meet international 
construction needs.

Quick connects simplify product 
installation.

Proprietary optics for use with 
non-refl ector metal halide lamps 
offer a range of beam spread 
and tinting options.
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• Broad range of style-matched Track and Recessed Multiples

• Engineered for international voltage, code and from-below installation requirements

• Designed around today’s most energy-effi cient light sources

• Compact aperture vocabulary for a sleek, inconspicuous appearanceA
T
 A

 G
L
A

N
C

E

Style-matched for complete design fl exibility.
Cylindrix international fi xtures feature the same architectural styling, energy effi ciency 
and performance characteristics as those available on the U.S. market. 

Sustainable innovation from a world leader in retail lighting.
At Amerlux, we believe lighting should have a positive impact on an architectural environment 
without having a negative impact on the natural environment. Which is why we have been 
designing and engineering energy-effi cient fi xtures since long before sustainability became 
an industry buzzword. 

From pioneering the use of ceramic metal halide in accent and display lighting as far back as 
1984 to developing fi xtures around the latest in LED technology, Amerlux has built a reputation 
for delivering cutting-edge solutions tailored to the unique demands of each and every customer.

Whether it’s dramatic energy savings, cleaner ceiling lines, greater visual comfort or streamlined 
inventory requirements, the benefi ts of innovative solutions like Cylindrix can be enjoyed by 
virtually any customer in any market, anywhere in the world.

A M E R L U X  37

Fixture CDM-Tm Mini 
MasterColor® PGJ5 T4 GU6.5 MR16-GX5.3 LED

Cylindrix Track Accent • • •

Cylindrix Vertical Track Accent •

Cylindrix II Vertical Track Metal 
Halide Accent

• •

Cylindrix II Vertical LED Track Accent •

Cylindrix Recessed & Semi-Recessed 
Multiples (1, 2, 3, 4-light)

• • •
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Cylindrix Vertical Track Accent 

Cylindrix II Vertical LED Track Accent

Cylindrix II Vertical Track Accent

C Y L I N D R I X  T R A C K
I N T E R N AT I O N A L

Product highlights
Compact, high-performance accent luminaires offering a choice of horizontal 
or vertical ballast and a broad range of energy-effi cient lamping options. Fixtures 
also feature a 0-90° tilt and 360° rotation capability for precise aiming and superior 
application fl exibility and are engineered to meet international voltage, code and 
installation requirements.

38 A M E R L U X 

Cylindrix Track Accent

53/8" 
(137 mm)

59/32" (134 mm)
79/16" (192 mm)

(Track adapter center 
to corner)

57/8"
(149 mm)

33/4"
(95 mm)

21/2"
(64 mm)

47/8"
(124 mm) 61/4"

(159 mm)

65/8"
(168 mm)

33/4"
(95 mm)

21/2"
(64 mm)

61/4"
(159 mm) 415/16"

(125 mm)

53/8"
(137 mm)

27/8"
(73 mm)

21/8"
(54 mm)

33/8"
(86 mm)

5"
(127 mm)
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C Y L I N D R I X  T R A C K  I N T E R N AT I O N A L  O R D E R I N G  G U I D E

Catalog Number Examples:
I-CYLTV - MR16 - GX5.3 - E - BT - GA100 - 220-240 - SN - CE
I-C2TV - 39 - HIT-PGJ5 - E - WT - GA100 - 220-240 - CL - DB2690 - SN - CCC

Model Lamp Type Ballast Finish Mounting Voltage Options/
Accessories

Listing Code

Low Voltage See back fl ap for details.

MR16 GX5.3
50 watt max.

I-CYLTV MR16-GX5.3 E WT
BT
ST

GA100 220-240 Z CE
CCC
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Model Wattage Lamp 
Type

Ballast Finish Mounting Voltage Beam 
Spread

Options/
Accessories

Listing Code

Metal Halide See back fl ap for details.

CDM-Tm Mini 
MasterColor®

I-C2TV 20
39

HIT-PGJ5 E WT
BT
ST

GA100 220-240 CL
NF
FL
WF
SL

Y
Z

CE
CCC

T4 GU6.5 I-C2TV 20
39

HIT-GU6.5 E WT
BT
ST

GA100 220-240 CL
NF
FL
WF
SL

Y
Z

CE
CCC

Model Wattage Lamp 
Type

Ballast Finish Mounting Voltage Beam 
Spread

Color 
Temperature

Listing Code

LED See back fl ap for details.

2700°K Cluster I-C2TV 20 LED E WT
BT
ST

GA100 220-240 CL
NF
FL
WF

CE
CCC

A M E R L U X  39

C
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C

C
E
N

T
LIGHT SOURCE CATALOG NUMBERS

Model Wattage Lamp Type Ballast Finish Mounting Voltage Beam 
Spread

Options/
Accessories

Listing 
Code

Metal Halide See back fl ap for details.

CDM-Tm Mini 
MasterColor®

I-CYLTV 20
39

HIT-PGJ5 E WT
BT
ST

GA100 220-240 CL
NF
FL
WF
SL

Y
Z

CE
CCC

T4 GU6.5 I-CYLT 20
39

HIT-T4GU6.5 E WT
BT
ST

GA100 220-240 CL
NF
FL
WF
SL

Y
Z

CE
CCC

Low Voltage

MR16 GX5.3
50 watt max.

I-CYLT MR16-GX5.3 E WT
BT
ST

GA100 220-240 Z CE
CCC

2700†

†Consult factory for other
  color temp options.
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2-Light Recessed shown 

40 A M E R L U X 

C Y L I N D R I X  M U L T I P L E S
I N T E R N AT I O N A L

Product highlights
Available in Recessed or Semi-Recessed models, these compact luminaires feature 
360°+ rotation and two-axis tilt for maximum aiming fl exibility. Heads may be 
individually aimed and rotated allowing the fi xtures to deliver the inconspicuous 
look of recessed with the application fl exibility of track. 

Recessed/Semi-Recessed 3 & 4-Light

Recessed/Semi-Recessed 1 & 2-Light

Recessed/Semi-Recessed 4-Light Square

B

A
3/4" 

(19 mm)

B

3/4" 
(19 mm) A

41/2"   (114 mm)

41/2"   (114 mm)

 4-Light Square

A 91/2" SQ (241 mm)

B 133/4" (349 mm)

Cut Out 1015/16" x 111/4" 
(278 mm x 286 mm)

Recessed Tilt 30° x 30°

Semi-Recessed Tilt 50° x 50°

1-Light 2-Light

 Recessed Semi-Recessed Recessed Semi-Recessed

A 5" (127 mm) 5" (127 mm) 91/2" (241 mm) 91/2" (241 mm)

B 91/4" (235 mm) 91/4" (235 mm) 133/4" (349 mm) 133/4" (349 mm)

Cut Out
51/2" x 63/4" 
(140 mm x 
172 mm)

51/2" x 63/4" 
(140 mm x 
172 mm)

51/2" x 111/4" 
(140 mm x 
286 mm)

51/2" x 111/4" 
(140 mm x 
286 mm)

Tilt 30° x 30° 50° x 50° 30° x 45° 50° x 60°

3-Light 4-Light

 Recessed Semi-Recessed Recessed Semi-Recessed

A 14" (356 mm) 14" (356 mm) 181/2" (470 mm) 181/2" (470 mm)

B 133/4" (349 mm) 133/4" (349 mm) 223/4" (578 mm) 223/4" (578 mm)

Cut Out
51/2" x 153/4" 
(140 mm x 
400 mm)

51/2" x 153/4" 
(140 mm x 
400 mm)

51/2" x 201/4" 
(140 mm x 
514 mm)

51/2" x 201/4" 
(140 mm x 
514 mm)

Tilt 30° x 45° 50° x 60° 30° x 45° 50° x 60°

11/2" (38 mm) 
max thickness

B

3/4" 
(19 mm) A

41/2"   (114 mm)

11/2" (38 mm) 
max thickness

11/2" (38 mm) 
max thickness
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LIGHT SOURCE CATALOG NUMBERS

Model # of 
Lamps

Wattage Lamp Type Ballast Housing/
Head 
Finish

Voltage Trim 
Ring 
Finish 

Beam 
Spread*

Options/
Accessories

Listing 
Code

Metal Halide 4SQ=4 Square confi guration See back fl ap for details.

CDM-Tm Mini 
MasterColor®

PGJ5

I-CYLSR 1
2
3
4
4SQ

20
39

HIT-PGJ5 E WT
BT
ST

220-240 WT CL
NF
FL
WF
SL

Y
Z

LG (less ballast 
option see 
below)

CE
CCC

T4 GU6.5 I-CYLSR 1
2
3
4
4SQ

20
39

HIT-GU6.5 E WT
BT
ST

220-240 WT CL
NF
FL
WF
SL

Y
Z

LG (less ballast 
option see 
below)

CE
CCC

Low Voltage

MR16 GX5.3
50 watt max.

I-CYLSR 1
2
3
4
4SQ

MR16-GX5.3 E WT
BT
ST

220-240

12 (replaces 
220-240 when 
LG option 
selected)

WT Y
Z

LG (less ballast 
option see 
below)

CE
CCC

* Specify one beam spread per lamp.
For example, on a 3-light: CL - CL - CL

LG Option  
Cylindrix Multiples are supplied with code-compliant ballasts/transformers standard. Use LG option 
when ballasts/transformers will not be supplied by Amerlux. Amerlux is not responsible for lamp/
ballast compatibility when supplied by others. For low voltage multiples replace 220-240 voltage in 
nomenclature with 12 when LG option specifi ed.

Catalog Number Examples:
I - CYLR - 2 - 20 - HIT-PGJ5 - E - WT - 220-240 - WT - CL - CL - GOLD - SN - CE
I - CYLSR - 4 - 20 - HIT-GU6.5 - E - ST - 220-240 - WT - NF - NF - NF - NF - DB2690 - SN - CE

A M E R L U X  41
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LIGHT SOURCE CATALOG NUMBERS

Model # of 
Lamps

Wattage Lamp Type Ballast Housing/
Head 
Finish

Voltage Trim 
Ring 
Finish 

Beam 
Spread*

Options/
Accessories

Listing 
Code

Metal Halide 4SQ=4 Square confi guration See back fl ap for details.

CDM-Tm Mini 
MasterColor®

PGJ5

I-CYLR 1
2
3
4
4SQ

20
39

HIT-PGJ5 E WT
BT
ST

220-240 WT CL
NF
FL
WF
SL

Y
Z

LG (less ballast 
option see 
below)

CE
CCC

T4 GU6.5 I-CYLR 1
2
3
4
4SQ

20
39

HIT-GU6.5 E WT
BT
ST

220-240 WT CL
NF
FL
WF
SL

Y
Z

LG (less ballast 
option see 
below)

CE
CCC

Low Voltage

MR16 GX5.3
50 watt max.

I-CYLR 1
2
3
4
4SQ

MR16-GX5.3 E WT
BT
ST

220-240

12 (replaces 
220-240 when 
LG option 
selected)

WT Y
Z

LG (less ballast 
option see 
below)

CE
CCC

* Specify one beam spread per lamp.
For example, on a 3-light: CL - CL - CL

C Y L I N D R I X  M U LT I P L E S  I N T E R N AT I O N A L  O R D E R I N G  G U I D E
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42 A M E R L U X 

L I G H T  S O U R C E S
Source Manufacturer Wattage Life (hrs.) CRI Specialized Benefi ts

Metal Halide

CDM-Tm - Mini
MasterColor® PGJ5

Philips 20
39

12,000
 9,000

83
90

These non-refl ector sources allow the use of precision-engineered 
Amerlux optics that provide superior performance to pre-packaged lamps, 
a wider variety of beam spread options, and the ability to tune the light 
to incandescent-like hues using our unique refl ector tinting. T4 GU6.5 GE

Osram

20
39
20

12,000
10,000
12,000

81
88
85

CMH MR16 GX10 GE

Philips

20
39
20

12,000
10,000
12,000

81
90
85

Metal halide versions of popular halogen sources, these refl ector lamps 
offer a basic choice of beam spread options.PAR20MH Medium GE

Philips

Osram

20
39
20
39
20
39

 7,500 
10,000
 9,000
 9,000
12,000
12,000

81
86
81
81
82
87

LED

2700° K Cluster 20 50,000 85
Incredibly long-lasting and energy-effi cient, this seven-diode cluster of tightly 
binned LEDs produces over 600 net lumens of warm white light with excellent 
fi xture-to-fi xture consistency. 

Low Voltage

MR16 GX5.3 Numerous 50 max. 2,000 - 5,000
This popular accent lighting lamp enables the use of Cylindrix fi xtures in highly 
switched areas or applications requiring dimming capabilities.
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