




• 2.9" square downlight centered within a 12" x 12" fl uorescent surround

• Ideal for commercial applications requiring varying levels of both ambient and accent lighting—e.g. videoconferencing or presentation rooms

• Center column within the fi xture isolates the downlight, allowing “spot” and “glow” functions to be individually controlled

• Rabbeted lens sits fl ush with center trim providing a smooth, seamless visual appearanceA
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E V O K E
S P OT  G LO W

Evoke Spot Glow

Product highlights
Unique “square-in-square” fi xture features individually controlled accent 
and ambient lighting for a range of settings such as conference rooms 
and boardrooms.

36 A M E R L U X 
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CATALOG NUMBERS 

LIGHT SOURCE HOUSING All Evoke downlights use electronic ballasts.

AMBIENT ACCENT

COMMERCIAL
Type Lens 

(sq)
Wattage Lamp 

Type
Wattage Lamp 

Type
Beam 
Spread

Ballast Finish* Voltage Options

Compact Fluorescent & Metal Halide *See back fl ap for details.

Triple Tube 
GX24-3 

CDM-Tm - Mini
MasterColor® 
PGJ5

ESG 12 18
26

TTT - 
Triple 
Tube

20
39

MM CL - Spot
NF - Narrow FL
FL - Flood
WF - Wide FL

E (Electronic) MW 120
277

DIM - 
Dimming Ballast
(Fluorescent only)

GOLD -  Ferric
Gold

DB2690

Compact Fluorescent & Low Voltage

Triple Tube 
GX24-3 

MR16 GX5.3
37 watt max.

ESG 12 18
26

TTT - 
Triple 
Tube

37 (max) MR16 E (Electronic) MW 120
277

DIM -
Dimming Ballast
(Fluorescent only)

( Solite Beam 
Softening Lens 
comes standard)

Catalog Number Example: ESG - 12 - 26 - TTT - 20 - MM - CL - E - MW - 120

E V O K E  S P O T  G L O W  O R D E R I N G  G U I D E
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38 A M E R L U X 

E V O K E  I N T E R N A T I O N A L
Luminaires for the global marketplace.
The Evoke family of miniature downlights includes a series of luminaires specifi cally 
engineered for the voltage, certifi cation [  and  ] and installation requirements 
of the global design and construction community.

This line extension enables the benefi ts of Evoke—unparalleled performance, 
exceptional energy effi ciency and an inconspicuous appearance—to be enjoyed on an 
international scale. It also enables architects and lighting designers to create complete, 
consistent, branded lighting schemes the world over. 

To facilitate this seamless distribution, Amerlux has strategically positioned warehousing 
and shipping facilities to ensure all projects are delivered accurately and on time.

Low energy. High performance.
Engineered around the latest energy-effi cient light sources, the Evoke international family 
delivers uncompromising performance with dramatic savings on installation, energy, 
and maintenance costs.

With a compact 2.9" aperture, the luminaires offer a sleek, inconspicuous appearance 
and clean ceiling line no matter what the application. They are also available with unique 
Amerlux optics that offer a variety of beam spread options and tints to tune the light to suit 
interior fi nishes or environments. For highly switched or dimming applications, MR16 
low-voltage halogen lamping is available.

Style-matched for complete design fl exibility.
Evoke international fi xtures feature the same architectural styling (including 
die-cast seamless square designs), energy effi ciency and performance 
characteristics as those available on the U.S. market. Complementary in 
look, the line includes a variety of fi xture types with a choice of MR16 
low-voltage halogen, Mini MasterColor® and T4 GU6.5 ceramic metal 
halide lamping options.

Die-cast mounting rings 
neatly accept the Evoke trims, 
producing an inconspicuous 
ceiling aesthetic.

Quick connects simplify 
product installation.

Proprietary optics for use with 
non-refl ector metal halide 
lamps offer a range of beam 
spread and tinting options.

Luminaires have been specifi cally 
engineered for quick, easy, seamless 
installation from below.
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• Engineered for international voltage, code and from-below installation requirements

• Designed around today’s most energy-effi cient light sources

• Compact 2.9" aperture for a sleek, inconspicuous appearance

• Seamless square designs for an even cleaner visual aesthetic

• Unique optics offer a variety of beam spread options and tinting capabilities

A M E R L U X  39
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40 A M E R L U X 

LIGHT SOURCE CATALOG NUMBERS

Model Wattage Lamp Type Voltage Beam Spread Aperture 
Finish

Options/
Accessories

Listing 
Code

Metal Halide See back fl ap for details.

CDM-Tm - Mini
MasterColor® 
PGJ5

I-E2.9RD 20
39

HIT-PGJ5 220-240 CL - Spot
NF - Narrow FL
FL - Flood
WF - Wide FL
SL - Linear Spread

X IA

LG (less ballast option 
see below)

CE
CCC

T4 GU6.5 I-E2.9RD 20
39

HIT-GU6.5 220-240 CL - Spot
NF - Narrow FL
FL - Flood
WF - Wide FL
SL - Linear Spread

X IA

LG (less ballast option 
see below)

CE
CCC

Low Voltage

MR16 GX5.3
50 watt max.

I-E2.9RD MR16-GX5.3 220-240

12 (replaces 220-
240 when LG option 
selected)

X IA (Solite Beam Softening 

Lens comes standard)

LG (less ballast option 
see below)

CE
CCC

Model Wattage Lamp Type Voltage Beam Spread Aperture 
Finish

Options/
Accessories

Listing 
Code

Metal Halide See back fl ap for details.

CDM-Tm - Mini
MasterColor® 
PGJ5

I-E2.9RA 20
39

HIT-PGJ5 220-240 CL - Spot
NF - Narrow FL
FL - Flood
WF - Wide FL
SL - Linear Spread

X IA

LG (less ballast option 
see below)

CE
CCC

T4 GU6.5 I-E2.9RA 20
39

HIT-GU6.5 220-240 CL - Spot
NF - Narrow FL
FL - Flood
WF - Wide FL
SL - Linear Spread

X IA

LG (less ballast option 
see below)

CE
CCC

Low Voltage

MR16 GX5.3
50 watt max.

I-E2.9RA MR16-GX5.3 220-240

12 (replaces 220-
240 when LG option 
selected)

X IA (Solite Beam Softening 

Lens comes standard)

LG (less ballast option 
see below)

CE
CCC

E V O K E  2 .9 "  I N T E R N AT I O N A L  R O U N D  D O W N L I G H T S  O R D E R I N G  G U I D E
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Catalog Number Examples:
I - E2.9RD - 20 - HIT-PGJ5 - 220-240 - CL - SDW - CE

LG Option 
Evoke downlights are supplied with code-compliant electronic ballasts/transformers standard. Use LG option when ballasts/transformers will not be supplied by Amerlux. Amerlux 
is not responsible for lamp/ballast compatibility when supplied by others. For low-voltage fi xtures replace 220-240 voltage in nomenclature with 12 when LG option specifi ed.

R O U N D  D O W N L I G H T R O U N D  A D J U S T A B L E

CDM-Tm Mini 
MasterColor® shown

T4 GU6.5 
shown

2.9"
(74 mm)
3.875"
(98 mm)

4.3125"
(110 mm)

2.9"
(74 mm)
3.875"
(98 mm)

4.3125"
(110 mm)

Overall recessed depth by light source:
Metal Halide:  75/16" (185 mm)
Low Voltage:   47/16" (113 mm)

Overall recessed depth by light source:
Metal Halide:  73/16" (182 mm)
Low Voltage:   55/16" (134 mm)

40˚
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LIGHT SOURCE CATALOG NUMBERS

Model Wattage Lamp Type Voltage Beam Spread Aperture 
Finish

Options/
Accessories

Listing 
Code

Metal Halide See back fl ap for details.

CDM-Tm - Mini
MasterColor® 
PGJ5

I-E2.9SD 20
39

HIT-PGJ5 220-240 CL - Spot
NF - Narrow FL
FL - Flood
WF - Wide FL
SL - Linear Spread

X IA

LG (less ballast option see 

below)

CE
CCC

T4 GU6.5 I-E2.9SD 20
39

HIT-GU6.5 220-240 CL - Spot
NF - Narrow FL
FL - Flood
WF - Wide FL
SL - Linear Spread

X IA

LG (less ballast option 

see below)

CE
CCC

Low Voltage

MR16 GX5.3
50 watt max.

I-E2.9SD MR16-GX5.3 220-240

12 (replaces 220-
240 when LG option 
selected)

X IA (Solite Beam Softening 

Lens comes standard)

LG (less ballast option 

see below)

CE
CCC

Model Wattage Lamp Type Voltage Beam Spread Aperture 
Finish

Options/
Accessories

Listing 
Code

Metal Halide See back fl ap for details.

CDM-Tm - Mini
MasterColor® 
PGJ5

I-E2.9SA 20
39

HIT-PGJ5 220-240 CL - Spot
NF - Narrow FL
FL - Flood
WF - Wide FL
SL - Linear Spread

X IA

LG (less ballast option 

see below)

CE
CCC

T4 GU6.5 I-E2.9SA 20
39

HIT-GU6.5 220-240 CL - Spot
NF - Narrow FL
FL - Flood
WF - Wide FL
SL - Linear Spread

X IA

LG (less ballast option 

see below)

CE
CCC

Low Voltage

MR16 GX5.3
50 watt max.

I-E2.9SA MR16-GX5.3 220-240

12 (replaces 220-
240 when LG option 
selected)

X IA (Solite Beam Softening 

Lens comes standard)

LG (less ballast option 

see below)

CE
CCC

E V O K E  2 .9 "  I N T E R N AT I O N A L  S Q U A R E  D O W N L I G H T S  O R D E R I N G  G U I D E

A M E R L U X  41

Catalog Number Examples:
I - E2.9SD - 20 - HIT - PGJ5 - 220-240 - CL - MWW - CE
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LG Option 
Evoke downlights are supplied with code-compliant electronic ballasts/transformers standard. Use LG option when ballasts/transformers will not be supplied by Amerlux. Amerlux 
is not responsible for lamp/ballast compatibility when supplied by others. For low-voltage fi xtures replace 220-240 voltage in nomenclature with 12 when LG option specifi ed.

SQUARE  DOWNL IGHT SQUARE  AD JUSTAB LE

CDM-Tm Mini 
MasterColor® shown

MR16 GX5.3 
shown

2.9"
(74 mm)
3.875"
(98 mm)
4.125"

(105 mm)

3.875"
(98.43 mm)

4.125"
(105.11 mm)

2.9"
(73.03 mm)

Overall recessed depth by light source:
Metal Halide:  61/4" (158 mm)
Low Voltage:   33/16" (81 mm)

Overall recessed depth by light source:
Metal Halide:  7" (178 mm)
Low Voltage:   43/8" (121 mm)

35˚
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L I G H T  S O U R C E S

42 A M E R L U X 

Source Manufacturer Wattage Life (hrs.) CRI Specialized Benefi ts

Metal Halide

CDM-Tm - Mini
MasterColor® PGJ5

Philips 20
39

12,000
 9,000

83
90

These non-refl ector sources allow the use of precision-engineered 
Amerlux optics that provide superior performance to pre-packaged lamps, 
a wider variety of beam spread options, and the ability to tune the light 
to incandescent-like hues using our unique refl ector tinting. T4 GU6.5 GE

Osram

20
39
20

12,000
10,000
12,000

81
88
85

CMH MR16 GX10 GE

Philips

20
39
20

12,000
10,000
12,000

81
90
85

Metal halide versions of popular halogen sources, these refl ector lamps 
offer a basic choice of beam spread options.PAR20MH Medium GE

Philips

Osram

20
39
20
39
20
39

 7,500 
10,000
 9,000
 9,000
12,000
12,000

81
86
81
81
82
87

LED

3000° K Cluster 25 50,000 85
Incredibly long-lasting and energy-effi cient, this seven-diode cluster of tightly 
binned LEDs produces over 900 net lumens of warm white light with excellent 
fi xture-to-fi xture consistency. Dimming option available. 

Low Voltage

MR16 GX5.3 Numerous 50 max. 2,000 - 5,000
This popular accent lighting lamp enables the use of Evoke fi xtures in highly 
switched areas or applications requiring dimming capabilities.
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