
I. Individual Installation -

Suspension Points

Example of a continuous row

SUPPORT METHOD

(SUPPLIED BY OTHERS)

Install correct LEDs . See sheet 689-0394 for LED Replacement info.
1.

Driver maintenance . Drivers are mounted to housing. 

Remove the screws mounting the reflector to access.

2.

MAINTENANCE

Hanging the fixture via threaded rods :

1.

 
Remove reflector assembly (See next page).

2.

 
Remove 

5

16

" KO's.

3.

 Insert 

1

4 

-20 Bolt and secure with nut. 

(supplied by others)

4.

 Secure to structure via coupling 

(supplied by others)

5.

 

Re-insert reflector assembly

and secure

1. 

Hang fixture via wire and/or

threaded rods.

2. 

Once the fixture is

secure, connect power via

Ø.875 knockout in wiring

access plate. Splice to

harness according to code.

Ceiling tile to

rest on fixture.

X
6.6" 6.6"

6.5"

X
6.6" 13"

X
6.6"

6.5"

FIXTURE MUST BE

INSTALLED PRIOR TO

CEILING CONSTRUCTION.

ACCESS PLATE DETAIL

FEED WIRING CONNECTIONS

0-10V DIM shown. For

non-DIM applications cap

Purple(+)/Gray(-) (wire nuts

supplied by others).

Wiring access

plate

6.219 (REF.)
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Gyp Board Ceiling

GRUV-FR-FLG

Gruv Flare 
Regressed



Install correct LEDs. See sheet 689-0394 for LED Replacement info.
1.

Driver maintenance. Drivers are mounted to housing. 

Remove the screws mounting the reflector to access.

2.

II. Assembling Continuous Rows-

A: Connect fixture to previous

fixture's power via quick connect.

B: Line up the fixtures using alignment

pins. When fixtures are aligned, secure

with catch / latch.

C: Once latched, secure fixture with

#8-32 screws.

FEMALE CAP

MALE PLUG

LATCH

CATCH

ALIGNMENT PINS

#8-32 SCREW

1. Remove lens.

2. Remove reflector mounting screws.

Reflector Assembly Removal -
 (Only required to access driver. Power down fixture before

doing ANY maintenance.)

3. Remove reflector assembly.

4. Disconnect LED harness.

To reassemble fixture, follow instructions in reverse.

MAKE SURE TO DISCONNECT ALL ELECTRICAL CONNECTIONS BEFORE SERVICING .
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