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INSTRUCTION
SHEET

689-0624
ROOK 350 ROUND/SQUARE SURFACE MOUNT

INSTALLATION

WARNING - RISK OF FIRE AND ELECTRICAL SHOCK. FIXTURE MUST BE INSTALLED BY A QUALIFIED ELECTRICIAN

 ONLY. FIXTURE IS INTENDED FOR INSTALLATION IN ACCORDANCE WITH THE NATIONAL ELECTRICAL CODE, LOCAL 

AND FEDERAL SPECIFICATIONS. DISCONNECT POWER AT ELECTRICAL PANEL BEFORE SERVICING.

RETAIN THESE INSTRUCTIONS FOR MAINTENANCE REFERENCE.
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1 MOUNT CROSSBAR 2 ATTACH CANOPY

4 WIRE

WIRE ACCORDING TO LOCAL AND NATIONAL CODE.

CUT AND STRIP AS NEEDED.  CAP UNUSED WIRES.HOOK SAFETY CABLE CLIP ONTO FIXTURE BRACKET

3 ATTACH SAFETY CABLE

ATTACH CANOPY TO MAGNETIC CROSSBAR

MOUNT KIT CROSSBAR ASSEMBLY TO J-BOX

WITH HARDWARE (BY OTHERS)

GREEN

(GROUND)

WHITE

(NEUTRAL)
BLACK

(HOT)

GRAY

(DIM-)

PURPLE

(DIM+)

GRAY

(DIM-)

BLACK

(HOT)
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 FIXTURE POWER FEED

GREEN

(GROUND)

 DIM WIRES
 0-10V WIRE AS SHOWN

 LE/TE CAP FIXTURE

 POWER FEED DIM WIRES

 HILUME-ECO WIRE GRAY

 TO E2 AND PURPLE TO E1

 HILUME-3WIRE WIRE GRAY TO

 DIM HOT AND CAP PURPLE WIRE

 CONDUIT (BY OTHERS)

PURPLE

(DIM+)

5 ATTACH TO CROSSBAR 6 ALIGN HOUSING*

LOCATE FIXTURE BRACKET SCREWS IN CROSSBAR J-SLOTS,

ROTATE UNTIL SCREWS ARE SEATED, THEN TIGHTEN SCREWS

IF FIXTURE HAS WALL WASH TRIM AND/OR SQUARE

HOUSING, SIMPLY ROTATE HOUSING (100° MAX.)
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MOUNTING
HARDWARE

(BY OTHERS)

4" OCTAGONAL J-BOX
(BY OTHERS)

CROSSBAR MAGNETS

SAFETY CABLE W/CLIP

FIXTURE BRACKET

CROSSBAR J-SLOTS

FIXTURE BRACKET SCREWS


